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Auto-sort  1300

For medium to large potatoes

GRADING

CAPACITIES *

AUTO-SORT 1300 is capable of 
grading from 1 3/8 ins to 3 3/8ins
potatoes (35 to 85mm) 

13/8 ins + potatoes (35mm)
>15,400lbs/hour (7 tonnes)

13/4ins + potatoes (45mm)
>24,200lbs/hour (11 tonnes)

2ins + potatoes (50mm)  
>30,800lbs/hour (14 tonnes)

21/4ins + potatoes (55mm)
>35,200lbs/hour (16 tonnes)

23/8ins + potatoes (60mm)  
>44,000lbs/hour (20 tonnes)

SPECI FICATION

Power Supply: 
3 phase + single phase available
Contact Exeter Engineering

Air Supply: 
4.24cfm @ 87psi

Water Supply: 
minimum 22psi

* exact throughput is dependant
upon the customers own varieties

OPTI ONS & BE NEFITS 

  Vibrating Infeed for an even more ef�cient crop delivery
 Inline outfeed conveyor belt for controlled gentle delivery of quality crop
  Additional 3rd grade capability including cross conveyor
  Driven brush to keep the roller transport track bright and clean
  Infeed level sensor ensures optimum crop delivery and prevents overfeed
 Auto chain tensioner gives maintenance savings and extends chain life
 Stainless steel construction for food quality environments

The AUTO-SORT 1300
is the latest o�ering in the Electronic Sorting Range. The machine uses industry 
proven technology in software, gentle pneumatic �nger ejection and roller track 
transportation to give �exible, high volume, accurate grading at a low cost.

     
    
Ph:  (559) 592-3161   Fax:  (559) 592-3223   E:  sales @exeter-engineering.com 


