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Technical data 
(Elevator 14ft 9 ins x 2ft 7 1/2ins (4.5M x 800mm) Stainless Steel)

WASHING

Simple and ef�cient pre-soaking for a range of crops

FEATURES

  Both mild and stainless steel construction available

 A range of capacities from 11,000lbs per hour (5TPH) to 88,000lbs per hour (40TPH)

 Simple gate valve for waste water discharge

 Web delivery elevator to drain excess water

 Integrated spray bar for fresh or recycled water rinse

 Electronic variable speed drive to control �ow rate

 Ultrasonic sensing system to prevent overfeed

RANGE OF MODELS

2ft 111/2ins (900mm) infeed
5ft 11ins (1800mm) infeed

SPECIFICATION

Holding Capacity of a
Standard Tank: 
5,720lbs (2.6 tonnes)

Pump: 
Submersible 4.7kw

Crop Sensors: 
Ultrasonic

Water Level Indicator: 
Float  switch

Elevator Motor: 
1.5kw  18rpm

Elevator Web Belt: 
11/2ins (35mm) pitch x 2ft 71/2ins 
(800mm) wide web complete 
with plastic covers with 3/8ins 
(8mm) gap

Power Supply: 
Contact Exeter Engineering

P.O. Box 457    109 W. Pine

Exeter  CA 93221

www.exeter-engineering.com 
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PLAN VIEW

SIDE VIEW

    


